
Content: 95.62% POLY(UV)4.38% OLEFIN(UV)
Railroaded: Yes

Finished Pks/Inch:   038     Ends/Inch:  080  Country of Origin:  USA
Inherent Finish:    NEEDLE ST, CR SCOUR, EG DIP 2, DICEY BACK 5
Unfinished Width:    57.000  Appx Finished Width:    55.500
Horizontal Repeat: 0.063  Vertical Repeat:  0.063
OZ/Linear YD:    18.176  OZ/SQ YD:   11.790 
LBS/Linear YD:    1.14  G/M2:  399.80 
Method of Repeat:    STRAIGHT    Tariff Code: 5903.90.2500
Flame Resistance:

Class I UFAC Class
Pass California TB 117-2013

Large Scale 701 QM Test
Small Scale 701 QM Test
Motor Vehicle Safety Std 302

Other (Specify)

Cleaning Code W/S/*B - *Diluted Bleach 10:1    

Surface Abrasion: 105,000 Test Method: Duck Cloth
Surface Abrasion: 15,000 Test Method: WIRE
ASTM D4157-02 Light Duty 3,000 cycles (double rubs) min.

Medium Duty 9,000 cycles (double rubs) min.
Test Method Heavy Duty 15,000 cycles (double rubs) min.

Contract Heavy Duty 30,000 cycles (double rubs) min.

Martindale

PERFORMANCE STANDARD TEST RESULTS
CHARACTERISTICS REQUIREMENTS

Resistance to Slippage ASTM D4034 Filling 25 lbs. Filling 77
Warp   25 lbs. Warp   71

DSF Grade
Dynamic Seam Fatigue  Fill/Fill 5000 cycles Fill/Fill   @
ASTM D4033 Fill/Warp 5000 cycles Fill/Warp   @

Warp/Warp 5000 cycles Warp/Warp   @

Tear Strength Filling  6 lbs. Filling 69
ASTM D2261-96 (2002)   Warp    6 lbs. Warp   71

Break Strength Filling 50 lbs. Filling 248
ASTM D5034-95 (2001) Grab Test Warp   50 lbs. Warp 277

Elongation Filling % 5.82 %
ASTM D5034-09     Warp % 2.73 %

Pilling ASTM D3511-02 Class 1 to Class 5 4

Colorfastness to Light 40 hours Class 4 min. (1,200 hrs)
AATCC Method 16 (2003) Class 4 min.

Colorfastness to Crocking Wet: Class 3 min. Class 3 min. (wet)
AATCC Method 8 (2001) Dry: Class 4 min. Class 4 min. (dry)

Colorfastness to Water and Solvents
AATCC Method 8 (2001)

Colorfastness to Water:
Shade Change Class 4 min. Class 4 min.
Staining    Class 3 min. Class 3 min.
Colorfastness to Solvent:
Shade Change Class 4 min. Class 4 min.
Staining    Class 3 min. Class 3 min.

Comments: 

Material:   F-N000117
Material Name: UV ROLLO-01100090



Finished Pks/Inch: 038  Ends/Inch: 080  RAILROADED:  YES
Inherent Finish:    NEEDLE ST, CR SCOUR, EG DIP 2, DICEY BACK 5
Unfinished Width:     57.000  Appx Finished Width     55.500
Horizontal Repeat:   0.063  Vertical Repeat:  0.063

CALCULATION SHEET 

Fabric Contents (Calculated to 2 decimal places):
POLY(UV)  95.62%
OLEFIN(UV)   4.38%

Warp Size % total Fiber Type Orig Generic Fiber Name Tariff Code Free Trade
weight Eligible

1/100POLY   7.71 FILAMENT  US POLY(UV) 5402.33 Y
6/2POLYSLB-UVDY  44.91 STAPLE    ID POLY(UV) 5509.22 N

Filling Size % total Fiber Type Orig Generic Fiber Name Tariff Code Free Trade
weight Eligible

6/2 POLY SLUB-U 40.70 STAPLE(X-S ID POLY(UV) 5509.22 N
1/300 DEN RAW U  6.68 FILAMENT  US OLEFIN(UV)  5402.34.30 Y

-------------------------------------------------------------------------------------------------------------------
Fabric Width (in cm.) = 140.97

Number of Single Threads per cm² Free Trade Eligible 
WARP =  42.56 threads/cm² Eligible    14.39 
FILLING = 22.44  threads/cm² Not Eligible 85.61 

Average Yarn Number = 16.26 
Tariff Code:   5903.90.2500

USMCA Yarn Contents:
OLEFIN(UV) FILAMENT   4.38%
POLY FILAMENT  34.48%
POLY STAPLE  34.48%
POLY STAPLE(X-SPUN)  26.67%
-------------------------------------------------------------------------------------------------------------------

Filling Size Dye Method Man Made Technique Dyestuffs Texture Method
6/2 POLY SLUB-U Package Dyed Yes Carded Disperse Non Textured
1/300 DEN RAW U Solution Dyed Yes Not Appl Solution Dyed Non Textured
-------------------------------------------------------------------------------------------------------------------

Warp Size Dye Method Man Made Technique Dyestuffs Texture Method
1/100POLY BOTHBP Y NA D T
6/2POLYSLB-UVDY

Material:  F-N000117
Material Name: UV ROLLO-01100090

OZ/Linear YD: 18.1760    OZ/SQ YD:     11.790 
LBS/Linear YD: 1.14  G/M2:  399.80 


